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|  Technical Data
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Flash memory
Capacity  up to 0.5TB(status 2009)
 Actu
 www.noah-strongroom.com
NAND  Flash memory
Form factor  2.5”
Interface  SATA II
Access time  0.1 ms
– Read  up to 220 MB/sec
– Write  up to 200 MB/sec
Power access  2.0 W
Power Stand-by  0.35 W

Durability
Write/Delete
128 GB memory    70 years at 50 GB/day
256 GB memory   140 years at 50 GB/day
512 GB memory   280 years at 50 GB/day
Read   limitless
Data preservation  10 years
MTBF  up to 2,000,000 hours
S.M.A.R.T

Scope of delivery  data cable
 DC current cable
 e-manual on CD-ROM
 alternatively pre-installed

Warranty  5 years*
RoHS  produced  using a minimum of
 hazardous substances according
 to EG directive 2002/95/EG

Non-halogen   internal cabling non-halogen
  
Made in Germany
*Flash memory: 2 years

Dimensions 
Size  W 176 x H 128 x D 232 mm 
 (W 6,93 x H 5,04 x D 9,13 in.)
Weight  6.9 kg (15,2 lbs)

Temperature ranges
Operation  0 to +55 °C (+32 to +131 °F)
Storage  – 30 to +70 °C (–22 to +158 °F)

Physical protection
Shock  1500 g
Vibration  to 16 g
Fire  1 h at 1.100 °C (2012 °F)
Heat  10h at 260 °C (500 °F)
Water pressure  24h at 600 bar (60 MPa)
Corrosion  seawater resistant

Connections
internal  SATA L Type (Data/current) 
external  Hi-Speed USB2.0 Mini-SATA I-Type
external, alt. 1 Hi-Speed USB2.0 Mini FireWire 400/800
external, alt. 2 Ethernet Interface RJ-45 
Current   5V DC

Compatibility  available
 – eSATA Port
 – USB 2.0
 – FireWire 400/800

System requirements
PC  Windows 2000, XP, Vista, Windows 7
Apple  Mac OS10.x and higher


